4 VUMAN®E3/ E3+

4.4 ? 6.4 mm

m OUTER® | LENGTH | EXTENSION | FOV | DOV WEIGHT ITEM NO.
6.4 mm 8m Upto30m* = 65° | 90° v 820g | BEM-30-000289%*

Seee—— 6.4 mm 8m Upto30m* = 130° | 0O° - 820g | BEM-30-000291
6.4 mm 15m Upto30m* | 65°  90° v 1140g | BEM-30-000288**
6.4mm 15m Upto30m* = 130° | 0° - 1140g | BEM-30-000290

Self centering supple bending section at camera head.
* Customization.
** Centering device kit included in the scope of delivery.
Dual high power LED light source
El (H) 752 x (V) 582, 440.000 px
v
== 1.5bar/ 14 psi

4.4 2 8.4 mm

OUTER 2 LENGTH X-WAY* REMOTE FOCUS | WEIGHT ITEM NO.
5m v 70° v

8.4 mm 0/90° 920¢g BEM-30-000286

8.4mm 8m v 70° | 0/90° v 990 g BEM-30-000271
8.4mm 8m - 70° | 0/90° v 870g BEM-30-000285
8.4 mm 12m v 70° | 0/90° v 1175g | BEM-30-000283
8.4mm 15m v 70° | 0/90° v 1360g | BEM-30-000282
w 8.4mm 15m - 70° | 0/90° v 1240g | BEM-30-000281
s 8.4mm 20m v 70° | 0/90° v 2330g | BEM-30-000279
8.4mm 30m v 70° | 0/90° v 3300g | BEM-30-000277
st Dual high power LED light source * X-WAY articulation up/down, left/right +/-90° to +/-120°.
El (H) 752 x (V) 582, 440.000 px Fastener for optical side view adapter.
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=/= 1.5bar /14 psi

Hard wearing stainless steel braid on polyurethan probe.
Fastener for optical centering tools.



4 VUMANP®E3/E3+

_ | Di OUTER® | LENGTH | EXTENSION | FOV | DOV | REMOTEFOCUS | WEIGHT ITEM NO.
Ik !

127 mm 8m Up to 30 m* 60° | 90°/360° - 1120 g VXX-10-001143
12.7 mm 15m Up to 30 m* 60° | 90°/360° = 1520 g VXX-10-001142

This 360° endless revolving probe is most productive and cost efficient at pipe wall and weld inspections.
User controlled the inspection speed and position of the side view revolving mirror delivers fast and
perfect 100% inspectin results.
Fastener for optical side view adapter.

Dual high power LED light source Centering device kit included in the scope of delivery.

3] (H) 752 x (V) 582, 440.000 px Customization.
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Hard wearing stainless steel braid on polyurethan probe.
Fastener for optical centering tools.



